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APPENDI X A-139
ACQUI SI TI ON METHOD CODES ( AMCs) / ACQUI SI TI ON METHOD SUFFI X CODES ( AMSCs)
1. Nunber of characters: One.
2. Type of code: Nuneric/Al pha.
3. Explanation of the codes are as foll ows:

a. The Acquisition Method Code (AMC) is a one character nuneric code
reflecting the decision of the Primary Inventory Control Activity (Pl CA)
as to the technique of purchasing to be enployed froma planned procure-
ment review. This code is assigned under the procedures outlined in
Suppl enent 6 to the DoD Suppl enent to the Federal Acquisition Regulation
(FAR). Wen screening has been perfornmed as an adjunct to initial
provi sioning, and prior to subm ssion of Line Item Supply Support
Requests (LISSRs), the appropriate AMC shall be provided for al
Condition 2 and Condition 3 LI SSRs.

b. The Acquisition Method Suffix Code (AMSC) is a one character
al pha/ nunmeric code which provides information concerning the status of
the techni cal documentation

c. The AMC nust be used in conbination with the AMSC. If one or both
fields are blank, or if an invalid conbination is submtted, both codes
wi Il be changed to reflect a numeric 0. Since Condition 2 subm ssions
will only reflect the AMC, the request for an NSN assignnment wll be
processed with an AMC and AMSC of nuneric O.

4., Source: DoD 4100.39-M Volune 10, Table 71

5. The follow ng Acquisition Method Codes are assigned:

CODE DEFI NI TI ON

0 Not est abl i shed.

1 Suitable for conpetitive acquisition. Potential sources
shal | include dealers/distributors. |f sources are

limted to the prine contractor and a subcontractor, a
conpetitive code shall not be assigned unless both
sources are expected to conpare i ndependently for
contracts for the part.

2 Suitable for conpetitive acquisition for the first tine.
If sources are limted to the prine contractor and a
subcontractor, a conpetitive code shall not be assigned
unl ess both sources are expected to conpete independently
for contracts for the part.

3 Acquire directly fromthe actual manufacturer, whether or
not the prine contractor is the actual manufacturer.
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6. The foll ow

CODE

0

DEFI NI TI ON

Acquire, for the first tinme, directly fromthe actua
manuf acturer rather than the prinme contractor who is not
t he actual nanufacturer.

Acquire only fromthe prinme contractor although the

engi neering data identifies the Conmercial and Government
Entity (CACGE) and part nunber of a source other than the
prime contractor. The DoD activity assigning this code
shal |l furnish the name and CAGE of the prime contractor
to the activity responsible for acquiring the part.

ng Acquisition Method Suffix Codes (AMSCs) are assigned:
DEFI NI TI ON
Not established.

The Governnent's rights to use data in its possession is
guestionable. (NOTE: This code is only applicable to
parts under inmedi ate buy requirenents and only as |ong
as rights to data are still under review for resolution
and appropriate recoding.) Valid AMCs are 1, 2, 3, 4,
and 5.

Acquisition of this part is restricted to source(s)
specified on Source Control, Alerted Itemor Selected
I tem drawi ngs/docunments. Valid AMCs are 1, 2, 3 and 4.

This part requires engineering source approval by the
design control activity in order to nmaintain the quality
of the part. An alternate source nmust qualify in
accordance with the design control activity's procedures,
as approved by the cognizant Governnent engi neering
activity. Valid AMCs are 1, 2, 3, and 4.

The Government has unlimted rights to the technica
data, and the data package is conplete. Valid AMCs are 1
and 2.

The Covernnent physically does not have in its possession
sufficient, accurate, or legible data to purchase this
part from other than current source(s). (NOTE: This
code is applicable only to parts under imediate buy
requi renents and only as long as the deficiency is under
review for resolution and appropriate recoding.) Valid
AMCs are 1, 2, 3, 4, and 5.

This part rmust be produced from class 1A castings (e.qg.
class 1 of ML-C6021) and simlar type forgings. The
part nust be procured only from sources which use
castings or forgings obtained fromapproved (controll ed)
source(s). Valid AMCs are 1, 2, 3, 4, and 5.
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DEFI NI TI ON

The annual buy value of this part falls below the
screening threshold of $10,000, but it has been screened
from known source(s). (NOTE: This code shall not be
used when screening parts entering the inventory. It
shall not be assigned in preference to or supersede any
other AMSC.) Valid AMCs are 1, 2, 3, 4, and 5.

Master or coordinated tooling is required to produce this
part. This tooling is not owned by the Governnent or
wher e owned, cannot be made available to other sources.
Valid AMCs are 1, 2, 3, and 4.

This part requires special test and/or inspection
facilities to determine and nmintain ultraprecision
quality for its function or systemintegrity.
Substantiation and inspection of the precision or quality
cannot be acconplished w thout such specialized test or

i nspection facilities. Valid AMCs are 1 and 2.

The rights to use the data needed to purchase this part
fromadditional sources are not owned by the Gover nnent
and cannot be purchased. Valid AMCs are 1, 2, 3, 4, and
5.

The data or the rights to use the data needed to purchase
this part fromadditional sources are not owned by the
Governnent, and it has been determined that it is
uneconomical to purchase ,them Valid AMCs are 1, 2, 3,
4, and 5.

Acqui sition of this part is controlled by QPL procedures.
Valid AMCs are 1 and 2.

The cost to the Governnent to break out this part and
acquire it conpetitively has been deternined to exceed
t he projected savings over the life span of the part.
Valid AMCs are 3, 4, and 5.

This part has been designated a high-reliability part
under a formal reliability program Probability of
failure would be unacceptable fromthe standpoint of
safety of personnel and/or equipnent. The cognizant

engi neering activity has deternmined that data to define
and control reliability limts cannot be obtained, nor is
it possible to draft adequate specifications for this
purpose. Valid AMCs are 3, 4, and 5.

The design of this part is unstable. Engineering,

manuf acturing, or performance characteristics indicate
that the required design objectives have not been
achieved. Major changes are contenpl ated because the
part has a | ow process yield, or has denonstrated mar-
gi nal performance during tests or service use. These
changes will render the present part obsol ete and un-
suitable in its present configuration. Limted acquisi-
tion fromthe present source is anticipated pending con-
figuration changes. Valid AMCs are 3, 4, and 5.
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7. References:

a. Provisioning Line Item Supply Support Request (LISSR), appendix
B- 214.

b. Data Record Nunbers (DRNs) 2871 and 2876.
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